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NOTES FOR DESIGNER:

1. COORDINATE WITH LANL MASTER SPECIFICATION 10 1405.

2. FOOTINGS ARE TO BE DESIGNED BY THE DESIGN AGENCY.

3. EDIT THIS DRAWING TO REFLECT SPECIFIC PROJECT REQUIREMENTS.

( DO NOT INCLUDE ON CONSTRUCTION DRAWINGS)

DRAWING DEVELOPED FOR ML-3/ML-4 PROJECTS.

FOR ML-1/ML-2, ADDITIONAL REQUIREMENTS AND

QA REVIEWS ARE REQUIRED. (REMOVE THIS NOTE

WHEN INSERTED INTO A DRAWING PACKAGE)

PLAN VIEW

FRONT VIEW

SCALE: NONE

FINISHED GRADE

POST SECTION

BASE POST DETAIL
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ATTACHMENT BRACKET

ATTACHED TO POST

(TYPICAL)

PAINTED (CAPPED)

STEEL POST

FABRICATED ALUMINUM

PANEL

INTERNAL WELD

ATTACHMENT. NO

EXPOSED FASTENERS

ON SIGN FACE
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APPLIED VINYL LANL

LOGO

ROLL-FORMED .125" (1/8")

ALUMINUM, FACE WITH

M.A.P. #30136 BRUSHED

ALUMINUM SATIN GLOSS

PAINT FINISH.

.250" (1/4") DEEP ALUMINUM

CUT-OUT LETTERS WITH M.A.P.

BLACK SATIN GLOSS PAINT

FINISH. APPLY TO SIGN FACE

WITH CONCEALED FASTENERS.

NO EXPOSED FASTENERS ON

SIGN FACES.

FONT STYLE "FRUTIGER 75"

CONCRETE FOOTING &

MOUNTING PLATE

1 1/2"

CONTINUOUS ALUMINUM

ANGLE FRAME. NO EXPOSED

FASTENERS ON SIGN FACE

ROLL-FORMED .125" (1/8")

ALUMINUM FACE WITH M.A.P.

#30136 SATIN GLOSS PAINT

FINISH WITH CUT-OUTS AND

APPLIED VINYL GRAPHICS

ALUMINUM ANGLE BRACKET

ATTACHED TO POST AS

REQUIRED

PAINTED STEEL POST


	Sheets and Views
	ST-G2040-4.2R2-4.2


